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Round Free Cutting Half Hard Yellow Brass Rod

* Stocked in 6 foot lengths
Dimensions are in inches. All weights are approximate.

Brass Rod & Bar

■  UNS Designation Number:  UNS C36000
■  Nominal Chemicals:   Copper 61.50%, Zinc 35.4%, Lead 3.1%
■  Average Physical Properties:   Tensile 45,000-57,000 psi, Yield 15,000-25,000 psi, Rockwell Hardness B40-B90 
■  Machinability = 100, Electrical Conductivity 26% IACS
■  Specifications:   ASTM B 16, Temper H02 (1/2 Hard)
■  Stocked in 12 foot random lengths
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1/ 61 110. 231. 132451 1 3/ 61 80.4 69.84 447451
3/ 23 520. 503. 942451 1 1/4 25.4 52.45 257451
1/8 540. 245. 752451 1 3/8 74.5 46.56 497451
5/ 23 170. 748. 372451 1 7/ 61 89.5 57.17 374132
3/ 61 201. 22.1 182451 1 1/2 15.6 21.87 718451
7/ 23 931. 66.1 213451 1 5/8 46.7 86.19 148451
1/4 181. 71.2 023451 1 3/4 68.8 3.601 768451
9/ 23 922. 57.2 453451 1 7/8 71.01 0.221 198451
5/ 61 382. 93.3 263451 2 75.11 8.831 419451
3/8 704. 88.4 104451 2 1/4 56.41 8.571 849451

31 / 23 874. 37.5 534451 2 3/8 23.61 8.591 469451
7/ 61 455. 56.6 344451 2 1/2 80.81 0.712 279451
1/2 327. 86.8 584451 2 3/4 88.12 6.262 899451
9/ 61 619. 99.01 615451 3 40.62 5.213 900551
5/8 31.1 65.31 425451 3 1/4 06.03 2.763 113962

11 / 61 73.1 24.61 855451 3 1/2 44.53 3.524 330551
3/4 36.1 45.91 475451 3 3/4 86.04 2.884 950551

31 / 61 19.1 29.22 506451 4 82.64 4.555 760551
7/8 22.2 85.62 126451 4 1/4 82.25 4.726 570551

51 / 61 45.2 25.03 556451 4 1/2 03.95 6.117 380551

1 98.2 27.43 366451 5 23.27 8.768 190551

1 1/ 61 72.3 91.93 796451 6 2.401 0521 601551

1 1/8 66.3 49.34 017451 *8 1.581 1111 937721

01 0.882 8271 064662


