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Caps, Threaded, Class 150

Nominal
Pipe Size

Length of 
Thread
Min.

Width of 
Band
Min.

Metal
Thickness
Min.

Outside
Diameter

Height
Min.

Thickness of
Flat Top Caps
Min.

304 
Part Number

316 
Part Number

1/8 .25 .20 .09 .75 .68 .09 164252 161987
1/4/4/ .32 .20 .09 .84 .68 .09 164236 161995
3/8 .36 .21 .10 1.01 .81 .10 164210 161961
1/2 .43 .25 .10 1.20 .93 .12 164197 452427
3/4/4/ .50 .27 .12 1.46 1.06 .13 164333 452435

1 .58 .30 .13 1.77 1.31 .15 164317 161945

1 1/4/4/ .67 .34 .14 2.15 1.62 .17 164309 161937

1 1/2 .70 .37 .15 2.43 1.62 .19 164286 161929

2 .75 .42 .17 2.96 1.75 .22 240731 452477

2 1/2 .92 .48 .21 3.31 2.00 .25 164367 161880

3 .98 .55 .23 4.00 2.25 .29 164375 161898

4 1.08 .66 .26 5.06 2.50 .36 164383 293271

Dimensions are in inches. All weights are approximate.
Sizes not shown may be available upon request.
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Stainless Steel Fittings

Caps, Threaded, Class 3000

Nominal
Pipe Size

Length of 
Thread
Min.

Metal
Thickness

Outside
Diameter

Length
Min.

304L 
Part Number

316L 
Part Number

1/8 .25 .19 .62 1.25
1/4/4/ .32 .19 .75 1.38 449539 449547
3/8 .36 .19 .88 1.50 257966 449555
1/2 .43 .25 1.12 1.88 449563 449571
3/4/4/ .50 .25 1.38 2.00 466955 471887

1 .58 .38 1.75 2.38 449589 418685

1 1/4/4/ .67 .38 2.25 2.62 449597 448965

1 1/2 .70 .44 2.50 3.12 449602 410556

2 .75 .50 3.00 3.38 447406 418677

2 1/2 .93 .62 3.62 3.62

3 1.02 .75 4.25 4.25

4 1.09 .88 5.50 4.75


