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lanimoN edistuO 61 41 21 11 01
eziSepiP retemaiD 060. 570. 501. 021. 431. 561. 781. 812. 052. 213. 573. 005.

2 3.1 6.1 2.2 5.2 7.2

2 2 3/8 5.1 9.1 6.2 0.3 3.3 1.5

2 1/2 6.1 0.2 7.2 1.3 5.3

2 1/2 2 7/8 8.1 3.2 2.3 6.3 0.4

3 9.1 4.2 3.3 8.3 2.4

3 3 1/2 3.2 8.2 9.3 4.4 9.4 0.6 8.6 8.7 9.8

4 6.2 2.3 5.4 1.5 7.5 9.6 8.7 0.9 2.01

4 4 1/2 9.2 6.3 0.5 7.5 4.6 8.7 8.8 2.01 6.11

5 2.3 0.4 6.5 4.6 1.7 7.8 8.9 4.11 0.31

5 5 9/ 61 6.3 5.4 3.6 1.7 0.8 7.9 0.11 7.21 5.41

6 9.3 9.4 8.6 7.7 6.8 5.01 9.11 8.31 7.51

6 6 5/8 3.4 4.5 5.7 5.8 5.9 7.11 2.31 3.51 4.71 5.12 6.52

8 2.5 5.6 1.9 3.01 5.11 1.41 0.61 5.81 2.12 2.62 3.13 0.14

8 8 5/8 6.5 0.7 8.9 2.11 4.21 3.51 3.71 0.02 9.22 4.82 8.33 4.44

01 5.6 1.8 4.11 0.31 5.41 7.71 1.02 3.32 6.62 0.33 5.93 9.15

01 01 3/4 0.7 8.8 2.21 9.31 6.51 1.91 6.12 1.52 7.82 6.53 5.24 0.65

21 8.7 8.9 7.31 6.51 4.71 3.12 2.42 1.82 1.23 9.93 7.74 9.26

21 21 3/4 3.8 4.01 5.41 6.61 5.81 7.22 7.52 9.92 2.43 4.24 7.05 0.76

41 4.11 0.61 2.81 3.02 0.52 2.82 8.23 6.73 7.64 9.55 8.37

61 1.31 2.81 8.02 2.32 6.82 3.23 6.73 0.34 5.35 1.46 7.48

81 7.41 5.02 5.32 2.62 2.23 4.63 4.24 5.84 3.06 3.27 7.59

02 3.61 8.22 1.62 1.92 8.53 5.04 1.74 0.45 2.76 5.08 701

22 0.81 1.52 7.82 0.23 4.93 6.44 9.15 4.95 0.47 7.88 811

42 6.91 4.72 3.13 0.53 0.34 7.84 7.65 9.46 8.08 9.69 821

62 3.12 7.92 0.43 9.73 6.64 8.25 4.16 4.07 6.78 501 931

82 0.23 6.63 8.04 2.05 9.65 2.66 8.57 4.49 311 051

03 2.93 8.34 8.35 0.16 0.17 3.18 101 121 161

23 8.14 7.64 4.75 0.56 7.57 8.68 801 031 271

43 4.44 6.94 0.16 1.96 5.08 2.29 511 831 381

63 1.74 5.25 6.46 2.37 3.58 7.79 221 641 491

83 7.94 5.55 3.86 3.77 0.09 301 921 451 502

04 3.25 4.85 9.17 4.18 8.49 901 531 261 612

24 9.45 3.16 5.57 5.58 001 411 241 171 722

44 6.75 3.46 1.97 6.98 401 021 941 971 832

64 2.06 2.76 7.28 7.39 901 521 651 781 942

84 8.26 1.07 3.68 7.79 411 131 361 591 062

■ “As Welded” pipe and tubing is the most economical type of stainless steel piping and is available in the widest
   variety of diameters and wall thicknesses for maximum design flexibility and cost advantage.
■ “As Welded” pipe and tubing is rolled and welded from ASTM A240 material and is normally supplied untested.
■ ASTM A 778 is considered to be the most applicable ASTM specification for “as welded” pipe and tubing.
   ASTM 358 HT- O and ASTM A 409 HT-O also apply to “as welded” pipe but require more extensive testing.
■ Alloys stocked include Types 304, 304L, 316, 316L and 317L.  However, “as welded” pipe and tubing can nor
   mally be produced in any weldable corrosion resistant alloy.
■ Available in 20 foot exact lengths.
■ Non-standard diameters and cut lengths are available.  ID size tubing is available.

Wall Thickness: Listed in Inches with Corresponding Manufacturer's Standard Gauge

“As Welded” Pipe and Tubing

Weight per Foot

All weights are in pounds per foot, based on a metal density of .29 lb/in3.  Dimensions are in inches.
Alloys: pg. 56   Tolerances: pg. 58   Specifications: pg. 53, 54

Stainless Steel Pipe and Tubing


