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Stainless Steel LR 45˚ Elbows

Weights

Nominal Outside 16 14 12 11 10
Pipe Size Diameter .060 .075 .105 .120 .134 .165 .187 .218 .250 .312 .375 .500 .625 .750
1/

2 .840 *
3/

4
.03

3/
4

1.05 *
1 .06

1 1.31 *
1 1/

4
.10

1 1/
4

1.66 *
1 1/

2
.14

1 1/2 1.90 *
2 .25 .31 .43 .48 .54

2 2 3/
8

.30 .37 .51 .58 .64 .78 1.0
2 1/

2
.39 .49 .67 .77 .85 1.0

2 1/2 2 7/8 .45 .56 .78 .89 .99 1.2 1.3 1.6
3 .57 .71 .98 1.1 1.2 1.5 1.7 2.0

3 3 1/
2

.66 .83 1.1 1.3 1.5 1.8 2.0 2.3
4 1.0 1.3 1.8 2.0 2.2 2.7 3.1 3.5 4.0

4 4 1/2 1.1 1.4 2.0 2.3 2.5 3.1 3.5 4.0 4.6
5 1.6 2.0 2.8 3.1 3.5 4.3 4.8 5.6 6.4

5 5 9/
16

1.8 2.2 3.1 3.5 3.9 4.8 5.4 6.3 7.1 8.8
6 2.3 2.9 4.0 4.5 5.1 6.2 7.0 8.1 9.3 11.4 13.6 17.7

6 6 5/
8

2.5 3.2 4.4 5.0 5.6 6.9 7.8 9.0 10.3 12.7 15.1 19.7

8 4.1 5.1 7.1 8.1 9.1 11.1 12.5 14.6 16.6 20.6 24.6 32.2
8 8 5/

8
4.4 5.5 7.7 8.8 9.8 12.0 13.5 15.7 18.0 22.3 26.6 34.9

10 6.4 8.0 11.2 12.7 14.2 17.4 19.7 22.9 26.2 32.4 38.7 51.0
10 10 3/

4
6.9 8.6 12.0 13.7 15.3 18.7 21.2 24.6 28.2 35.0 41.8 55.0

12 9.2 11.5 16.1 18.4 20.5 25.2 28.5 33.1 37.8 47.0 56.1 74.1
12 12 3/

4
9.8 12.2 17.1 19.5 21.8 26.7 30.3 35.2 40.2 50.0 59.8 78.9 97.6 116

14 15.7 21.9 25.0 27.9 34.3 38.8 45.1 51.7 64.2 76.8 101 126 149
16 20.5 28.7 32.7 36.5 44.9 50.8 59.1 67.6 84.1 101 133 165 196

18 36.3 41.5 46.3 56.9 64.4 74.9 85.7 107 128 169 210 250
20 44.8 51.2 57.1 70.3 79.5 92.6 106 132 158 209 260 310
22 62.0 69.2 85.1 96.3 112 128 160 191 254 315 376
24 73.8 82.4 101 115 134 153 190 228 303 376 449

26 96.7 119 135 157 180 224 268 356 443 528
28 112 138 156 182 208 260 311 413 514 614
30 129 159 180 209 239 298 358 475 591 706
32 147 180 204 238 273 340 407 541 674 805

34 166 204 231 269 308 384 460 611 761 910
36 186 228 259 301 345 430 516 686 854 1022
38 207 255 288 336 385 480 575 765 953 1139
40 229 282 320 372 427 532 638 848 1057 1264
42 253 311 352 411 471 586 704 935 1166 1395

48 330 407 461 537 615 767 920 1224 1525 1826


